PRODUCT SPECIFICATIONS 10F 3

Gas Connectors

v To
Submit Part No. Description

ML10539 3/8"OD (1/4"ID) 1/2F X 1/2M X 12" S/S Gas Conn L/Valve
ML10540 3/8"0OD (1/4"ID) 1/2F X 1/2M X 18" S/S Gas Conn L/Valve
-~ <RI - — - ML10541 3/8"OD (1/4"ID) 1/2F X 1/2M X 24" S/S Gas Conn L/Valve
ML10542 3/8"OD (1/4"ID) 1/2F X 1/2M X 30" S/S Gas Conn L/Valve
ML10543 3/8"OD (1/4"ID) 1/2F X 1/2M X 36" S/S Gas Conn L/Valve
ML10544 3/8"OD (1/4"ID) 1/2F X 1/2M X 48" S/S Gas Conn L/Valve
ML10545 3/8"OD (1/4"ID) 1/2F X 1/2M X 60" S/S Gas Conn L/Valve
ML10546 3/8"0OD (1/4"ID) 1/2F X 1/2M X 72" S/S Gas Conn L/Valve

v To

Submit Part No. Description
ML10547  3/8"0OD (1/4"ID) 1/2M X 1/2M X 12" S/S Gas Conn L/Valve

b« (MM » ~ - ML10548 3/8"0OD (1/4"ID) 1/2M X 1/2M X 18" S/S Gas Conn L/Valve
ML10549 3/8"0OD (1/4"ID) 1/2M X 1/2M X 24" S/S Gas Conn L/Valve
ML10550 3/8"0OD (1/4"ID) 1/2M X 1/2M X 30" S/S Gas Conn L/Valve
ML10551 3/8"0OD (1/4"1D) 1/2M X 1/2M X 36" S/S Gas Conn L/Valve
ML10552  3/8"0OD (1/4"ID) 1/2M X 1/2M X 48" S/S Gas Conn L/Valve
v To
Submit Part No. Description

ML10553 1/2"0OD (3/8"ID) 1/2F X 1/2M X 12" S/S Gas Conn L/Valve
ML10554 1/2"0OD (3/8"ID) 1/2F X 1/2M X 18" S/S Gas Conn L/Valve
o - - ML10555 1/2"OD (3/8"ID) 1/2F X 1/2M X 24" S/S Gas Conn L/Valve
ML10556 1/2"0OD (3/8"ID) 1/2F X 1/2M X 30" S/S Gas Conn L/Valve
ML10557 1/2"OD (3/8"ID) 1/2F X 1/2M X 36" S/S Gas Conn L/Valve
ML10558 1/2"0OD (3/8"ID) 1/2F X 1/2M X 48" S/S Gas Conn L/Valve
ML10559 1/2"0OD (3/8"ID) 1/2F X 1/2M X 60" S/S Gas Conn L/Valve
ML10560 1/2"0OD (3/8"ID) 1/2F X 1/2M X 72" S/S Gas Conn L/Valve

Warranty
See warranty information for more details

All dimensions listed are nominal. MAINLINE® reserves the right to 1T 772V 0T NTh T

make product and material changes at any time without notice.
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PRODUCT SPECIFICATIONS 20F3

Gas Connectors

v To
Submit Part No. Description

ML10561  1/2"0D (3/8"ID) 1/2M X 1/2M X 12" S/S Gas Conn L/Valve

ML10562 1/2"0D (3/8"ID) 1/2M X 1/2M X 18" S/S Gas Conn L/Valve

SRR ML10563 1/2"0D (3/8"ID) 1/2M X 1/2M X 24" S/S Gas Conn L/Valve
ML10564 1/2"OD (3/8"ID) 1/2M X 1/2M X 30" S/S Gas Conn L/Valve

ML10565 1/2"0D (3/8"ID) 1/2M X 1/2M X 36" S/S Gas Conn L/Valve

ML10566 1/2"0D (3/8"ID) 1/2M X 1/2M X 48" S/S Gas Conn L/Valve

v To
Submit Part No. Description
ML10567  1/2"0OD (3/8"ID) 1/2F X 1/2M X 12" S/S Gas Conn W/Valve
ML10568 1/2"0OD (3/8"ID) 1/2F X 1/2M X 18" S/S Gas Conn W/Valve
SRR & ML10569  1/2"0OD (3/8"ID) 1/2F X 1/2M X 24" S/S Gas Conn W/Valve
ML10570  1/2"OD (3/8"ID) 1/2F X 1/2M X 36" S/S Gas Conn W/ Valve
ML10571  1/2"OD (3/8"ID) 1/2F X 1/2M X 48" S/S Gas Conn W/Valve
v To
Submit Part No. Description

ML10572 5/8"OD (1/2"I1D) 1/2F X 1/2M X 12" S/S Gas Conn L/Valve
ML10573 5/8"0OD (1/2"ID) 1/2F X 1/2M X 18" S/S Gas Conn L/Valve
ML10574 5/8"0OD (1/2"I1D) 1/2F X 1/2M X 24" S/S Gas Conn L/Valve
ML10575 5/8"0OD (1/2"ID) 1/2F X 1/2M X 30" S/S Gas Conn L/Valve
ML10576 5/8"0OD (1/2"ID) 1/2F X 1/2M X 36" S/S Gas Conn L/Valve
ML10577 5/8"0OD (1/2"ID) 1/2F X 1/2M X 48" S/S Gas Conn L/Valve
ML10583 5/8"0OD (1/2"ID) 3/4F X 1/2M X 12" S/S Gas Conn L/Valve
e ———— ML10584 5/8"0OD (1/2"ID) 3/4F X 1/2M X 18" S/S Gas Conn L/Valve
ML10585 5/8"0OD (1/2"ID) 3/4F X 1/2M X 24" S/S Gas Conn L/Valve
ML10586 5/8"0OD (1/2"ID) 3/4F X 1/2M X 36" S/S Gas Conn L/Valve
ML10587 5/8"0OD (1/2"ID) 3/4F X 1/2M X 48" S/S Gas Conn L/Valve
ML10588 5/8"0OD (1/2"ID) 3/4F X 1/2M X 60" S/S Gas Conn L/Valve
ML10589 5/8"0OD (1/2"ID) 3/4F X 3/4M X 12" S/S Gas Conn L/Valve
ML10590 5/8"0OD (1/2"ID) 3/4F X 3/4M X 18" S/S Gas Conn L/Valve
ML10591 5/8"0OD (1/2"ID) 3/4F X 3/4M X 24" S/S Gas Conn L/Valve
ML10592 5/8"0OD (1/2"ID) 3/4F X 3/4M X 36" S/S Gas Conn L/Valve
ML10593 5/8"0OD (1/2"ID) 3/4F X 3/4M X 48" S/S Gas Conn L/Valve
ML10594 5/8"0OD (1/2"ID) 3/4F X 3/4M X 60" S/S Gas Conn L/Valve

All dimensions listed are nominal. MAINLINE® reserves the right to "'H"'L"")

make product and material changes at any time without notice.
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PRODUCT SPECIFICATIONS 30F3

Gas Connectors

v To
Submit Part No. Description

ML10578 5/8"0D (1/2"ID) 1/2M X 1/2M X 12" S/S Gas Conn L/Valve
ML10579 5/8"0OD (1/2"ID) 1/2M X 1/2M X 18" S/S Gas Conn L/Valve
ML10580 5/8"0D (1/2"ID) 1/2M X 1/2M X 24" S/S Gas Conn L/Valve
ML10581 5/8"OD (1/2"ID) 1/2M X 1/2M X 36" S/S Gas Conn L/Valve
ML10582 5/8"0D (1/2"ID) 1/2M X 1/2M X 48" S/S Gas Conn L/Valve
ML10595 5/8"0D (1/2"ID) 3/4M X 1/2M X 12" S/S Gas Conn L/Valve
SRR ML10596 5/8"0D (1/2"ID) 3/4M X 1/2M X 18" S/S Gas Conn L/Valve
ML10597 5/8"0D (1/2"ID) 3/4M X 1/2M X 24" S/S Gas Conn L/Valve
ML10598 5/8"0D (1/2"ID) 3/4M X 1/2M X 36" S/S Gas Conn L/Valve
ML10599 5/8"0D (1/2"ID) 3/4M X 1/2M X 48" S/S Gas Conn L/Valve
ML10600 5/8"0D (1/2"ID) 3/4M X 3/4M X 12" S/S Gas Conn L/Valve
ML10601 5/8"OD (1/2"ID) 3/4M X 3/4M X 18" S/S Gas Conn L/Valve
ML10602 5/8"0D (1/2"ID) 3/4M X 3/4M X 24" S/S Gas Conn L/Valve
ML10603 5/8"0D (1/2"ID) 3/4M X 3/4M X 36" S/S Gas Conn L/Valve
ML10604 5/8"0D (1/2"ID) 3/4M X 3/4M X 48" S/S Gas Conn L/Valve
ML10605 5/8"0D (1/2"ID) 3/4M X 3/4M X 60" S/S Gas Conn L/Valve

Design Certifications and Approvals Features and Specifications

 ANSI Z21.24/CSA 6.10 - Connectors for Gas
Appliances

e ANSI Z21.75/CSA 6.27 - Connectors for Outdoor
Appliances and Manufactured Homes

Tubing. ... Annealed, 304 stainless steel (ASTM A240)
Coating. .. .Custom Formulated Polymer

Flare nuts. . . .Brass or plated steel

Adapters. .. .Brass or plated steel

* City of New York - MEA #376-92-M Meets SAE J512 standard - 45° flare (with
Approved by the Commonwealth of the exception of 15/16""-16 threads of 5/8" OD)
Massachusetts Board of State Examiners of e Approved for indoor an outdoor use
Plumbers and Gas Fitters - Connector length e Temperature rating of Connector with adapters: - 40°F to
may not exceed 36" 150°F

*  Temperature rating with Valves: - 40°F to 125°F
«  100% factory leak tested
e When installing a new appliance or when an existing

ALL INSTALLATIONS MUST COMPLETELY compry  SPPITEe S oted tosnewlecaton s e 025
WITH ALL WARNINGS AND INSTRUCTIONS, oliaeiiel ‘;d : u Odpct A n; q UANSI o1 2a/CoA
NATIONAL, STATE AND LOCAL CODES AND ALL Instructions and per product standards :

6.10 and ANSI Z21.75/CSA 6.27.
¢ Not engineered for high temperature applications such
as Gas logs, fireplace inserts or free-standing fireplaces
* Not suitable for moveable installations. Not NSF certified
sp * Avoid repeated bending, flexing, or extreme vibration. Do
®

APPLICABLE ANSI STANDARDS.

not use on generators due to excessive vibration.

Cc us

All dimensions listed are nominal. MAINLINE® reserves the right to "'H"'L"")

make product and material changes at any time without notice.
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