
•	 Sizes	Range	From	1/2”	-	1”																					

•	 	200#	WOG

•	 Forged	Brass	Body																																

•	 Spring	Loaded

•	 Horizontal	or	Vertical		
Installation

MATERIALS	&	SPECIFICATIONS

PRODUCT	FEATURES

PRODUCT	SPECIFICATIONS

•	 Threaded	Ends

•	 200	PSI	Max	Pressure		from	15°	F	
to	200°	F

Item Description Material Specification
1 Body Brass B283	C37700
2 Fixed	End Brass B283	C37700
3 Disc POM NSF	Approved
4 Disc	Gasket NBR NSF	Approved
5 Check	Disc POM NSF	Approved
6 Spring Steel -

	To	
Submit Part	No. Size A C Cv H P

Weight	
(lbs.)

ML10114 1/2” 1.18 0.43 2.4 1.89 0.56 0.22
ML10115 3/4” 1.46 0.47 3.1 2.09 0.79 0.33
ML10111 1” 1.77 0.51 3.8 2.32 0.98 0.53
ML11578 1/2” 1.18 0.43 2.4 1.89 0.56 0.22
ML11579 3/4” 1.46 0.47 3.1 2.09 0.79 0.33
ML11575 1” 1.77 0.51 3.8 2.32 0.98 0.53

Brass	In-Line	Check	Valves	-	Threaded

Certified	to
ANSI/NSF	61

1

C

P

3

6

4

2
5

A

H

Denotes	product	is	Ultra	Low	Lead	-	AB1953	compliant
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All	dimensions	listed	are	nominal.	MAINLINE®	reserves	the	right	to	make	product	and	material	changes	at	
any	time	without	notice.

Mainline	Threaded	In-Line	Check	Valve	|	rev.	02-8-2013

Warranty
See	warranty	information	for	more	details


